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MATRIX  Flush Mounts 
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Fixture Type: 
 
Catalog Number: 
 
Project: 
 
Location:      

          
                      FM-2009                                      FM-2012    

 

 
PRODUCT DESCRIPTION 

 
SPECIFICATIONS 

There are no glitches in this Matrix—it’s flawless in its new black 
finish, adding a fierce contrast with its thick white glass diffuser, 
but you can also get it in the original titanium. Crafted in 
aluminum, Matrix mounts on the wall as well as the ceiling, adding 
a splash of minimalism to your commercial or residential setting. 
Engineered for the most powerful, energy-efficient illumination, 
this design delivers beautiful light time and again. 

Construction: Aluminum 

Light Source: High output LED 

Finish: Black, Titanium 

Standards: ETL & cETL listed, Damp Location Listed, IP44 

 
 
FEATURES 
• Aluminum hardware, 3/4"-thick opal glass diffuser 
• Can be mounted on wall or ceiling 
• No transformer or driver required 
• Title 24 Compliant 
• ADA Compliant 
• Dimmer: ELV 
• Color Temperature: 3000K (2700K/3500K special order) 
• CRI: 90 
• Rated Life: 54,000 hours 

ORDER NUMBER 
 

Model 
  

Wattage 
 

Voltage 
 

LED Lumens 
 

Delivered Lumens 
 
Finish 

  

FM-2009-30 
FM-2012-30 

9” 
12” 

32W 
27W 

120V 
2380 
2555 

1511 
1015 

BK 
TT 

Black 
Titanium 

 

Example: FM-2012-30-BK 

For 2700K special order add a “27” before the finish: FM-2012-27-BK 

For 3000K special order add a “35” before the finish: FM-2012-35-BK 
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