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FEATURES

•
•

• Up and down illumination

•

• Replaceable LED module
• 50,000 hour
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION
Crafted from Piastra crystal, an artisanal technique that dates all the way back to the 13th century, these crystalline staves 
project gorgeous LED illumination from all sides for a dazzling presentation of light. Whether you choose a single sconce or 
design an entire space with chandeliers, these sparkling designs will make you believe in Magic.

SPECIFICATIONS

Construction: Steel body with noodle glass

Light Source: High output LED

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer 

Mounting: Mounts directly to junction box

Finish: Polished Nickel (PN) K

Standards: ETL & cETL, Damp Location listed

MAGIC   Interior Sconces       
WS-12632 / WS-12672

ORDER NUMBER

Model Height Watt Voltage
LED
Lumens

Delivered 
Lumens Finish

WS-12672 72”
32”

11W 120V 427

WS-126 –
Example: WS-12632-PN

REPLACEMENT GLASS

Part# Fixture

RPL-GLA-12672 WS-12672

WS-12632
558

PN Polished Nickel

Artisanal Piastra crystal
Driver installed within the Junction Box, driver dimensions:  2.8" x 1.3" x 
1.2" (WS-12632), (WS-12672)

427 11W 120V 558-277V  
-277V

RPL-GLA-12632 WS-12632




